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RE:  Pre-Insulated Pipes PAGES: 14 
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Further to your enquiry, please find attached data sheets and Guide Specification for Logstor Ror pre-
insulated pipe system. 
 
Data sheets attached: 
 
Page 4.2.1: Pipe Series 1 
 
Page 4.2.7: Elbow 90 degree 
 
Page 4.2.8: Elbow 45 degree 
 
Page 4.2.9: T-Fitting 
 
Page 4.2.15: Anchor 
 
Page 4.2.18: Ball Valve 
 
Page 4.2.22: Joint BX 
 
Page 4.2.37: End Cap 
 
Page 4.2.38: Seal Ring 
 
Logstor Ror Guide Specification 
 
Regards 
 

Estimating Department 

 

(Perma-Pipe Services Limited trading as PPSL District Energy) 
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PipePipePipePipePipe

Series 1Series 1Series 1Series 1Series 1

Component no. 2000

Nominal diameter ND 20 25 32 40 50 65 80 100 125 150 200 250 300

Steel pipe diameter d, mm 26,9 33,7 42.4 48.3 60.3 76.1 88.9 114.3 139.7 168.3 219.1 273.0 323.9

Steel pipe wall thickn., mm 2,6 2,6 2.6 2.6 2.9 2.9 3.2 3.6 3.6 4.0 4.5 5.0 5.6

Casing pipe diameter D, mm 90 90 110 110 125 140 160 200 225 250 315 400 450

Weight, kg/m 2.5 2.9 3.9 4.3 5.7 7.2 9.1 13.2 16.1 20.9 31.1 45.0 58.3

Water content, l/m 0.4 0.6 1.1 1.5 2.3 3.9 5.4 9.0 13.8 20.2 34.7 54.3 76.8

Length 6 m X X X X X X X X X X X X X

Length 12 m X X X X X X X X X X X X

Length 16 m X X X X X X

Nominal diameter ND 350 400 450 500 600 700 800

Steel pipe diameter d, mm 355.6 406.4 457.0 508.0 610.0 711.0 813.0

Steel pipe wall thickn., mm 5.6 6.3 6.3 6.3 7.1 8.0 8.8

Casing pipe diameter D, mm 500 560 630 710 800 900 1000

Weight, kg/m 66.3 84.4 96.3 114.0 148.7 188.5 231.0

Water content, l/m 93.2 121.8 155.1 192.8 278.8 381.3 498.9

Length 6 m X X X X X X X

Length 12 m X X X X X X X

Length 16 m X X X X X X X

Steel pipes and fittings in dimensions 914.0 mm
and 1016.0 mm can be supplied to order.

All straight Logstor pipes are produced according
to EN 253.

The carrier pipe is made of the P235GH steel
quality according to EN 10217-2 or St. 37.0 BW
steel quality according to DIN 1626. Steel pipes are
purchased with 3.1B certificate according to EN
10204.

All pipes and components are supplied with 150
mm free ends.

Continually manufactured pipes with a casing
dimension of 90-315 mm are supplied as standard
with an aluminium diffusion barrier, which keeps its
unique insulation properties, unchanged throughout
the service life of the pipe.

Continually produced pipes with ø355 mm casings
and upward are manufactured with wall thicknesses
that are lower than those given in EN 253 Pr A1.



Bonded system - ComponentsBonded system - ComponentsBonded system - ComponentsBonded system - ComponentsBonded system - Components 4.2.74.2.74.2.74.2.74.2.7

LOGSTOR A/S . Danmarksvej 11 . DK-9670 Løgstør . Tel. +45 99 66 10 00 . Fax +45 99 66 11 80 . logstor@logstor.com

V
e
rs

io
n
/0

8
.2

0
0

5
.U

K

Elbow 90°Elbow 90°Elbow 90°Elbow 90°Elbow 90°

Component no. 2500

Elbows with other angles and lengths are supplied
to order.

For dimensions 26.9 – 219.1 SXB can be used with
advantage. See page 4.2.32.

Pre-insulated bends are produced according to
EN 448.

Steel bends dimension 26.9 - 406.4 and 508.0 mm
are bent, whereas steel bends dimension 457.0
and 610.0 - 813.0 mm are weld bends.

Casing bends are produced by butt-welding the
casing segments.

Pre-insulated bends must not be shortened.

Steel pipe diameter d, mm 26.9 33.7 42.4 48.3 60.3 76.1 88.9 114.3 139.7 168.3 219.1 273.0 323.9 355.6 406.4

Casing pipe diameter D, mm 90 90 110 110 125 140 160 200 225 250 315 400 450 500 560

Length L, mm 1000 1000 1000 1000 1000 1000 1000 1000 1000 1000 1000 1300 1500 1600 1600

Steel pipe diameter d, mm 457.0 508.0 610.0 711.0 813.0

Casing pipe diameter D, mm 630 710 800 900 1000

Length L, mm 1600 1600 1600 1600 1700
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